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Series 79 Micro-Crimp

Section H: Backshells and Accessories

lenair:

799-016 STYLE T - TOP ENTRY 799-016 STYLE E - 45° ENTRY
A

C B

320 D
‘ (8.13)
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—/

——— HEIGHT
HEIGHT | | |

79 (20.1)
REF

2-56 (SIZESA-G, J &
4-40 (SIZES H &

| |
| |

— -~ ! — ! 79(20.1)
|| REF

799-016 DIMENSIONS ENTRY SIZE

Shell A Max. B Max. c D F Max. Entry E Available

Size In. ' mm.| In. mm.| In. | mm.| In. |mm.| In.  mm. Size Code| In. mm. | Sizes
A .760| 19.30 308 7.82 .565| 14.35 190 4.83 59 | 15.0 01 01 255 6.48| AthruL
B 910 23.11 .308| 7.82 .715| 18.16 190 4.83 59 | 15.0 02 02 1405 10.29| B thru L
C 1.060| 26.92 308 7.82 .865| 21.97 190 4.83 59 | 15.0 03 03 .555/ 14.10| C thru L
D 1.160| 29.46 .308| 7.82 965 | 24.51 190 4.83 59 | 15.0 04 04 .655/ 16.64| D thru L
E 1.310| 33.27 308 7.82| 1.115| 28.32 190 4.83 59 | 15.0 05 05 .805/ 20.45| E thru L
F 1.460 | 36.83 .308| 7.82| 1.265| 32.13 190 4.83 59 | 15.0 06 06 1920 23.37| F thru L
G 1.410| 35.81 .395| 10.03 | 1.215| 30.86 275 6.99 68 | 17.3 06 07 1.110| 28.19| Hthru L
H 2.045| 51.94 410| 10.41| 1.800 45.72 300, 7.62 .70 | 17.8 08 08 1.300| 33.02| H thru L
J 1.810| 45.97 308 7.82| 1.615| 41.02 190 4.83 59 | 15.0 08 09 1.415 35.94 K, L
K 2.210| 56.13 .308| 7.82| 2.015| 51.18 190 4.83 59 | 15.0 11 10 1.535/ 38.99 K, L
L 2.281| 57.94 410| 10.41 | 2.036| 51.71 300 7.62 .70 | 17.8 10 11 1.715 43.56| K

Dimensions in inches (millimeters) and are subject to change without notice.
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Series 79 Micro-Crimp
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Section H: Backshells and Accessories lena”;

799-018 & 799-019 METAL PROTECTIVE COVERS FOR MICRO-CRIMP CONNECTORS

Protect Connectors From Polyurethane-Coated SST Wire
Damage — Machined aluminum Rope offers high strength, excellent
covers prevent ingress of water and abrasion resistance and good
contamination. Plug covers provide flexibility. Or, choose Teflon® jacket for
metal-to-metal bottoming for EMI high temperature exposure.
protection. Receptacle covers feature
conductive fluorosilicone gaskets. Braided Nylon Rope provides
excellent flexibility and good abrasion
Stainless Steel Fittings and Rings — resistance, and can be ordered with
Choose small diameter eye fittings slip knot fittings for easy installation on
for panel attachment. Larger rings fit any size cable.

over cable jackets. Split rings can be
installed on fully assembled cables.

How To Order
Sample Part Number
799-018 E E MB N 6 -04
Attachment
Shell Jackscrew Length in
Part Number Shell Finish Size Option Lanyard Type Inches Attachment Code
- M A MB N Omit for Omit for attachment Types N (No
il ,,,>>>>- Electroless Slotted No Attachment  Attachment Attachment) and SK (Slip Knot)
J L Nickel B Fillister Head Type N (no
ﬂﬂ;@_ﬂl general purpose Jackscrew G attachment) 01 — 126 (3.20)1.D.
=3 & applications (o3 Nylon Rope -%Q 02 — .145(3.68) I.D.
p | MT MH Example SmallRng 04 - 188(478)1D.
799-018  Nickel-pTFE D MexSocket o H "6" equals six 06 - 197(500)1D.
Head Stainless Steel
Plug Cover 1000 Hour E Jackscrew  Rope, Teflon Tz 1 g
Grey™ iack 14 - .385(9.78) I.D.
maximum . - Jacket 15 — 445 (11.30) 1.0
corrosion =0) 16 — .570(14.48) 1.D
protection and Female u = 17 - .635(16.13) I.D.
M durability G Jackpost Stainless ' 18 — 695 (17.65) I.D.
(non-reflective Steel Rope, Large Ring 19 _ gg5(22.48)1.D
%D—D% grey) H Polyurethane 20 - 1.070 (27.17) 1.D
jacket
“ ] ZNU J J
Zinc-Nickel T 50 — .420(10.67) 1.D.
799-019 with Black K Stainless Steel 22 - 480 (12.19) 1D,
Receptacle Chromate 54 — .635(16.13) I.D.
! Rope, No 56 —
Cover tactical L Jacket e -745(18.92) 1.D.
applications 58 — .885(22.48) I.D.
(non-reflective L 60 —1.010 (25.65) I.D.
black) SK SplitRing 64 — 1.125 (28.58) I.D.
Nylon Rope 68 — 1.345 (34.16) I.D.
Additional with Slip Knot
shell finishes
are listed on
page C-9.
Dimensions in inches (millimeters) and are subject to change without notice.
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lenair:

799-018 PLUG COVER

ATTACHMENT

LENGTH

Series 79 Micro-Crimp

Section H: Backshells and Accessories

799-019 RECEPTACLE COVER

ATTACHMENT
LENGTH

JACKSCREW JACKSCREW
TYPE MH £ TYPEMH
1 ! T ; ‘
\ 320 { 3| ]
o \ GASKET L 160
E THREAD \ GASKET LJACKPOST E THREA JACKPOST
TYP TYPE MF TYP C TYPE MF
° +
T B * ! B
SIZEA-G, J, &K SIZEA-G, J, &K
CONFIGURATION CONFIGURATION
c c
' N\ ) *
S
M N (© o0) A
\&/ N\ ! 3 Z/) !
B B

SIZE H & L CONFIGURATION

SIZE H & L CONFIGURATION

799-018 & 799-019 DIMENSIONS Lanyard options

Shell AMax. | B Max. Cc D Max. \ -55° to +100°C., black, very
Size | In. jmm.|In. jmm.| In. mm.| In. mm. E Thread cyn flexible, very good abrasion
A 308 7.82| .785 19.94| .565| 14.35| .385| 9.78| 2-56 UNC resistance, good res'istance to
B 308/ 7.82| .935 23.75| .715/ 18.16/ .385| 9.78| 2-56 UNC Nylon Rope fuels, .120" (3mm) diameter
C 308 7.82| 1.085 27.56| .865| 21.97| .385| 9.78| 2-56 UNC
D 308 7.82| 1.185| 30.10| .965| 24.51| .385| 9.78| 2-56 UNC Black polyurethane over stainless
E 308 7.82| 1.335/ 33.91| 1.115| 28.32| .385| 9.78| 2-56 UNC o— steel rope, -55° to +125°C.,
- very flexible, excellent abrasion
F 308 7.82| 1485 37.72| 1.265| 32.13| .385| 9.78| 2-56 UNC resistance, excellent resistance to
G 395/ 10.03| 1.435| 36.45 1.215| 30.86| .470| 11.94| 2-56 UNC fuels, .080" (2mm) diameter
H 410 10.41| 2.170| 55.12| 1.800| 45.72| .490| 1245 4-40 UNC Polyurethane Coated Wire Rope
J 308 7.82| 1.845 46.86| 1.615| 41.02| .385| 9.78] 2-56 UNC Translucent FEP jacket over
K 308 7.82| 2.240| 56.90| 2.015| 51.18| .385| 9.78| 2-56 UNC 0‘_-. stainless steel, -55° to +200°C.,
L 410] 10.41| 2.406| 61.11| 2.036| 51.71| .490| 12.45| 4-40 UNC fair flexibility, good abrasion
resistance, .100" diameter
Component Material Finish Teflon® Jacketed Wire Rope
Backshell Aluminum Alloy See Ordering Info y 55° to +100°C., black, very
Hardware Stainless Steel Passivated flexible, very good abrasion
Gasket Conductive Fluorosilicone ~ None resistance, good resistance to
fuels, .120" (3mm) diameter.
Length includes .5" (13mm)
Slip Knot (SK) diameter loop.
for Attaching Covers to Cable

Dimensions in inches (millimeters) and are subject to change without notice.
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Series 79 Micro-Crimp
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Micro-D for Mixed Signal, Power and Coaxial Applications

Part Number Index

600-057 ..oeeveeiiiiieeeiee e B-11 809-114 ..., B-5
600-057-1 .cooeiiiieeeeeee e B-11 809-115...eiiii e, B-5
600-061 ...oeveeiiiiieieeeieee e, B-11 809-116....ceeeiiiiiiee e, B-5
600-083 .....ooeiiieeeeeee e B-11 809-117 . B-5
600-083-1 ..o, B-11 809-118...ceeiiiiiieee e B-5
790-024P ..., D-1 809-119...eiiiii e, B-5
790-025S ... D-4 809-120 ...oeeviiiiieie e, B-5
790-026P .......oovveviiiiieeeiiee, E-1 809-121 .o B-5
790-027S ... E-6 809-122 ... B-6
790-028P ... F-1 809-123 ..., B-6
790-029S ... F-16 809-124 ..o B-8
790-036P.......coovevveiiiiieeiiee, G-1 809-125 ..., B-8
790-037S ..o, G-16 809-126 ....oooviiiiiieeeeieee e B-9
790-041P .o, G-6 809-127 ..o B-9
790-042S......cceieeiee e, G-21 809-128 ..., B-8
790-043P ... F-6 809-129 ..o, B-9
790-044S ..., F-21 809-130 ..eeeeiieiiiieie e B-9
799-011S ., H-3 809-131 ..o B-10
799-011T oo, H-3 809-132 ..o B-10
799-015S ... H-1 809-133 ..o B-9
799-015T oo, H-1 809-134 ... B-9
799-016E ..., H-5 809-135 ..o B-8
799-016S ... H-5 809-136 ...oeeveeiiiieee e B-8
799-016T oo, H-5 809-137 ..o B-8
799-018 .o H-7 809-138 ..o B-8
799-019 i H-7 852-015-01 ..o, B-6
809-001 ..oeeeieiiiieeee e, B-2 852-015-02......cevveeeeiiieee e, B-6
809-002 ....cooeiiiiiiieeiieee e, B-2 852-016-01 ..o B-6
809-005 .....ooeviiiiieeeieee e B-8 852-016-02.......ovvvveeiiiieeeeeeinn. B-6
809-013 ..o B-10 852-017 ..o, B-6
809-015 ...eeiiiiiieee e B-8 852-018 ..o B-6
809-042 .....oooviiiiiieee e B-2 857-010 ..eeeeiiiiieeee e B-7
809-043 ..o B-2 857-011 .. B-7
809-057 ...eevviiiiiiie e B-8 859-006 .....coeeviiiiieeiiiieee e B-8
809-065A.......cceeeeeeiieee e, B-2
809-065C.......cccueveieiiiieeeeiienn, B-2
809-066A........ceeveeeeeiiiieae e B-2
809-066C........cceeveeeeiiiieieeeiienn. B-2
809-088 .....coeiiiiiieeeeeee e B-10
809-093 .....ooiiiie e B-4
809-107-1 .eeviiiiieeeee e B-10
809-107-2 ..coeiiieieeiieee e B-10
809-107-3 ..o B-10
809-107-4 ..o B-10 >
809-110....eeiiiiiiieee e B-4 @)
B09-111 e, B-4 m
809-112...eiiiie e B-4 %4
809-113...iii e, B-4
Dimensions in inches (millimeters) and are subject to change without notice.
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Glenair, the World’s
Largest Manufacturer of

Stanelare
Micre-D and Nane Connectors

Fully Tooled and In-Stock for
Immediate Same Day Shipment

n addition to our innovative Series 79 Micro- fully tooled and in-stock for immediate same
Crimp product line, Glenair is also the premier day shipment. Both feature our advanced
supplier of Standard MIL-DTL-83513 Micro-D and performance TwistPin contact system and are
MIL-DTL-32139 Nano Miniature Connectors. available in pigtail, solder cup and PCB versions.
Our Micro-D and Nano product lines are Consult our website www.glenair.com for details.
lenar.
1211 Air Way

Glendale, California 91201-2497
Telephone: 818-247-6000 - Facsimilie: 818-500-9912 - EMail: sales@glenair.com

United States °* United Kingdom <+ England °* Nordic °* France -+ Italy ¢ Spain °* Japan

www.glenair.com



The world's broadest
selection of 1nterconnect
products—in stock and
ready for immediate
same-day shipment

Glenair's World
of Interconnect
Solutions

A complete overview of Glenair's
innovative range of interconnect
products and services, including
Military Standard and commercial
equivalent connectors and
accessories.

Micro-D Twistpin
Connectors and
Accessories

Glenair offers both Military
Standard 83513 Micro-D connectors
as well as COTS selections,
backshells, mounting hardware and
more. Our TwistPin contact provides
superior performance.

EMI/EMP Filter
Connectors

MIL-DTL-38999 type EMI/
EMP filter connectors, as well
as other Military Standard and
commercial electromagnetic
shielding technologies. Also
includes Glenair Series 80 “Mighty
Mouse” filter products.

Fiber Optic
Interconnect Solutions

Tactical fiber optic connectors,
cables, and termini for airframe,
shipboard, and military ground
vehicles. Catalog features Glenair’s
innovative high-density (GHD)
connector system for reduced size
and weight applications.

d ) .I."..
Interconnect
Solutions

EMI/EMP <%
Filter Connectors

Available now:
Glenair's
Interconnect
Product

Guide CD,
featuring our
entire library
of Glenair

catalogs and

data sheets.

A Wortd B
Interconnect=
Solutions

In addition to over a dozen product line
catalogs, the CD includes a powerful part
number development program that takes all the
pain and confusion out of ordering interconnect
components. An easy-to-use inventory search
program provides ready access to 60,000 MIL-
STD and commercial part numbers.

Composite Thermoplastic
Interconnect Solutions

Glenair is the world's leading
manufacturer of composite
interconnect solutions. We are
the ‘go-to’ supplier for advanced
composite technologies for
commercial and military interconnect
applications.

Miliary Standard
Connector Accessories

If the MS connector accessory you
need isn’t in here — it doesn’t exist.
Search this easy-to-use catalog
by accessory type or Mil-Spec
slash number, then place your
order against Glenair’s 60,000 part
number same-day inventory.

Series 80 “Mighty Mouse”
Connectors and Cables

Glenair’s revolutionary connector
series that reduces interconnect
system size and weight by 50%
compared to standard MIL-DTL-
38999 connectors. Now used on
hundreds of mission-critical military
and commercial applications.

il-Spec " ¢
ackshell
onnector

Visit us at www.glenair.com and use the literature order form for immediate catalog fulfillment
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A World af
Interconnect
Solutions

Glenair, Inc.
1211 Air Way + Glendale, California « 91201-2497
Telephone: 818-247-6000 « Fax: 818-500-9912 « sales@glenair.com
www.glenair.com

Glenair Power Telephone:
Products Group 203-741-1115
25 Village Lane Facsimile:

Wallingford, CT 203-741-0053
06492 sales@glenair.com

Glenair Microway Systems Telephone:
7000 North Lawndale Avenue  847-679-8833

Lincolnwood, IL Facsimile:
60712 847-679-8849
Glenair Electric GmbH Telephone:
Siemensstrasse 9 49-6171-5905-0
D-61449 Steinbach Facsimile:

49-6171-5905-90
germany@glenair.com

Germany

Glenair Italia S.R.L. Telephone:
Via Santi, 1 39-02-9108-2121
20037 Paderno Dugnano Facsimile:
Milano, ltaly 39-02-9904-3565

sales-italia@glenair.it

© 2009 Glenair, Inc.

Printed in U.S.A.

Glenair UK Ltd Telephone:
40 Lower Oakham Way 44-1623-638100
Oakham Business Park Facsimile:

P.O. Box 37, Mansfield 44-1623-638111
Notts, NG18 5BY England sales@glenair.co.uk

Glenair Nordic AB Telephone:
Gustav lll : S Boulevard 46 46-8-50550000
S - 169 27 Solna Facsimile:

Sweden 46-8-50550001
sales@glenair.se

Glenair Iberica Telephone:
C/ La Vega, 16 34-925-89-29-88
45612 Velada Facsimile:
Spain 34-925-89-29-87

sales@glenair.es

Glenair France SARL Telephone:
7, Avenue Parmentier 33-5-34-40-97-40
Immeuble Central Parc #2 Facsimile:
31200 Toulouse 33-5-61-47-86-10
France sales@glenair.fr






